### 2010 Scheduled Maintenance Intervals

<table>
<thead>
<tr>
<th>Miles (in thousands)</th>
<th>5/25/45/65/85/105/125</th>
<th>15/55/95</th>
<th>35/75/115</th>
</tr>
</thead>
<tbody>
<tr>
<td>Kilometres (in thousands)</td>
<td>8/40/70/100/130/160/200</td>
<td>25/85/145</td>
<td>55/115/175</td>
</tr>
</tbody>
</table>

- **Engine Oil/Oil Filter** – change oil and replace filter

- **Diesel Particulate Filter (DPF)** – check ash loading according to manufacturer's work procedure, replace* if necessary.

- **Plenum Panel** – remove cover for plenum panel to check water drain and clean if necessary

- **Spark Plugs** – replace at 35,000 miles or 3 years, whichever occurs first. Then, every 40,000 miles or 3 years, whichever occurs first.

- **Brake Discs** – check thickness

- **Spark Plugs** – replace at 55,000 miles or 6 years, whichever occurs first. Then, every 60,000 miles or 6 years, whichever occurs first.

- **Cooling System** – check level, add if necessary

- **Air Cleaner** – clean housing, replace filter element

- **Fuel Filter** – remove water

- **Ribbed V Belt and Tensioner** – check condition and replace if necessary

- **Ribbed V Belt** – check condition, replace if necessary. Check tension of belt drive with manual tensioner and retension if necessary.

- **Brake Fluid** – replace every 2 years regardless of mileage.

- **Brake System** – check for damage, leaks, pad thickness, fluid level

- **Brake Fluid** – replace every 2 years regardless of mileage (Audi A5/SS Cabriolet only).

- **Wiper/Washer/Headlight Washer** – check adjustment and function, add fluid if necessary

- **Lights** – check all lights, check headlight adjustment

- **Exhaust System** – check for damage, leaks

- **Engine Oil** – change oil

- **Air Conditioning** – check condition, kick-down, steering, electrical, heating and ventilation systems, air conditioning, ASL Automatic Shift Lock and power accessories

- **Road Test** – check braking, kick-down, steering, electrical, heating and ventilation systems, air conditioning, ASL Automatic Shift Lock and power accessories

- **Timing Belt** – replace at 110K miles (175 km) on Audi TT 2.0T with front wheel drive and Audi A3 2.0L TDI only. Check condition of timing belt tensioning system, dampering pulleys, and idler pulleys and replace if necessary.

- **Brake Fluid** – replace every 2 years regardless of mileage.

- **Cloth Top** – check function and rollover protection every 2 years regardless of mileage (Audi A5/SS Cabriolet only).

*If DPF replacement is not necessary, perform check every 20,000 miles (30,000 km) thereafter until replacement becomes necessary. Subsequent DPF replacement interval is a minimum of 120,000 miles (200,000 km), thereafter.

Audi of America, Inc. believes the information and specifications to be correct at the time of printing. Specifications, maintenance intervals, standard features and options subject to change without notice.